REVISION HISTORY

REV. DESCRIPTION DATE DRAWN BY

1 ORIGINAL PRINT 10/6/2026 P. YEUNG

NOTE: ROD ENDS CAN BE INSTALLED
UP TO 90° ROTATED FROM EACH OTHER

QTY 2: 10-32 JAM NUT
(am-1612)

QTY 1: 10-32 3 INCH LONG

THREADED ROD(am-1713) QTY 2: 10-32 NYLON ROD END

(am-4988)

©®.188 THRU ALL (2) : 31 (2)

#10 SCREW BORE
? .63 (2) 9 (2)4 L

NOTE: THREAD ROD ENDS TO INTENDED POSITION AND
LOCK BY REVERSING THE JAM NUT AGAINST THE ROD END

*** SEE CAD FOR ADDITIONAL TOOLPATH INFO***

UNLESS OTHERWISE SPECIFIED: | COMMENTS: A d M l
DIMENSIONS ARE IN INCHES | DUAL DIMENSIONS ARE IN MILLIMETERS. n y ar (@.
TOLERANCES: BREAK ALL SHARP EDGES. TITLE:

FRACTIONAL +1/16

ANGULAR: MACH +1°

AGUAR BEND 55" ROBITS SMALL
ONE PLACE DECIMAL | 0.1

TWO PLACE DECIMAL | +0.01 ADJ USTABLE STR UT
THREE PLACE DECIMAL  £0.005

FOUR PLACE DECIMAL = +0.0005

MATERIAL \/ \ b1 SUS N':\::\‘E 1;;726 SIZE DWG. NO. REV
CHECKED
FINISH ENG APPR. A OI I |_5885 ]
MFG APPR.
DO NOTSCALEDRAWING | QA SCALE: 1:2 SHEET 1 OF 1

5 4 3 2 1



	Sheet1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4


